
Ring Series



• Available in standard light and acoustic w/light
• Illuminating from the inner surface 
• Pendant and surface mounted



                           
    

   
   

   
 L

IM
ITED WARRANTY5 

YEAR

        COMPLIANCE   
   

   
  

  
   

   
   

    
  

Description

The Vicky Ring light is a unique ring style light with an 
LED light source illuminating from its inner surface. It is 
available in sizes ranging from 23.6”(dia.) up to 59”(dia.). 
This design features aluminum body construction and an 
optional acoustic system that maximizes surface area to 
absorb sound waves and improve harmony in the installed 
space, providing a perfect integration of lighting and acoustic 
control.

• Fixtures in diameters from 23.6” through 59.1”
• Available in standard light and acoustic w/light
• Illuminating from the inner surface
• Pendant and surface mounted
• 35 acoustic felt colors available

Specification

36W
D: 23.6”(600mm)
H: 1.3”(32mm)
C:  1.4”(35mm)
A:  10.0”(250mm)
B: 1.38”(35mm)

40W
D: 35.4”(900mm)
H: 1.3”(32mm)
C:  1.4”(35mm)
A:  10.0”(250mm)
B: 1.38”(35mm)

70W
D: 47.2”(1200mm)
H: 1.3”(32mm)
C:  1.4”(35mm)
A:  10.0”(250mm)
B: 1.38”(35mm)

80W
D: 59.1”(1500mm)
H: 1.3”(32mm)
C:  1.4”(35mm)
A:  10.0”(250mm)
B: 1.38”(35mm)

Input Watts (Nominal): 36W, 40W, 70W, 80W

Input Voltage: 120-277V

Efficacy@4000K 70

Lumen Output 2520, 2800, 4900, 5600

CRI 90

Working Temperature: -4-104˚F (-20-40˚C)

Pendant

(VRI) Vicky Ring Inward Light
Acoustic Light

Cable and wire cord length: 59” (1.5m)

Note:

1. The lumen output is for the fixture without acoustic. The data 

for acoustic may vary based on different acoustic fiber colors. 

Please contact Customer Service if need the lumen output for 

acoustic version.

2. The lumen outputs for 70W and 80W are calculated.



•  Direct illuminating



NSAC-001 141 NSAC-002 122 NSAC-003 120 NSAC-004 123 NSAC-021 130 NSAC-034 102 NSAC-035 101 NSAC-024 117

NSAC-005 107 NSAC-006 106 NSAC-007 145 NSAC-025 138NSAC-008 129 NSAC-038 127 NSAC-039 143 NSAC-028 110

NSAC-009 140 NSAC-014 144 NSAC-011 135 NSAC-029 112NSAC-012 133 NSAC-042 146 NSAC-043 115 NSAC-036 105

NSAC-013 111N SAC-018 125 NSAC-019 126 NSAC-033 103NSAC-016 104 NSAC-040 124 NSAC-044 114

NSAC-017 147 NSAC-022 119N SAC-031 108 NSAC-020 128

Color option

Luminous Intensity Distribution Curve

Beam Angle(50%Imax): 56.64 deg
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Photometry

• Illuminating from the inner surface



• Illuminating from outer surface



• Fixtures in diameters from 23.6” through 196.9” 

23.6”

35.4”

47.2”

59.1”



• 35 acoustic felt colors available



Description

The Vicky Ring light is a unique ring style light with an LED 
light source illuminating from its outer surface. It is available 
in sizes ranging from 23.6”(dia.) up to 59”(dia.). Aluminum 
body construction. Central canopy suspension is standard, 
with direct suspension and surface mounted as options.

(VRO) Vicky Ring Outward Light

• Fixtures in diameters from 23.6” through 59.1”
• Available in standard light and acoustic w/light
• Illuminating from the outer surface
• Pendant and surface mounted
• 35 acoustic felt colors available

Pendant

surface

Input Watts (Nominal): 36W, 40W, 70W, 80W

Input Voltage: 120-277V

Efficacy@4000K 70

Lumen Output 2520, 2800, 4900, 5600

CRI 90

Working Temperature: -4-104˚F (-20-40˚C)

36W
D: 23.6”(600mm)
H: 1.3”(32mm)
C:  1.4”(35mm)
A:  10.0”(250mm)
B: 1.38”(35mm)

40W
D: 35.4”(900mm)
H: 1.3”(32mm)
C:  1.4”(35mm)
A:  10.0”(250mm)
B: 1.38”(35mm)

70W
D: 47.2”(1200mm)
H: 1.3”(32mm)
C:  1.4”(35mm)
A:  10.0”(250mm)
B: 1.38”(35mm)

80W
D: 59.1”(1500mm)
H: 1.3”(32mm)
C:  1.4”(35mm)
A:  10.0”(250mm)
B: 1.38”(35mm)

Note:

1. The lumen output is for the fixture without acoustic. The data 

for acoustic may vary based on different acoustic fiber colors. 

Please contact Customer Service if need the lumen output for 

acoustic version.

2. The lumen outputs for 70W and 80W are calculated.

Cable and wire cord length: 59” (1.5m)
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NSAC-001 141

NSAC-002 122

NSAC-003 120

NSAC-004 123NSAC-021 130

NSAC-034 102

NSAC-035 101

NSAC-024 117

NSAC-005 107 NSAC-006 106 NSAC-007 145 NSAC-025 138NSAC-008 129 NSAC-038 127 NSAC-039 143

NSAC-028 110

NSAC-009 140 NSAC-014 144 NSAC-011 135

NSAC-029 112NSAC-012 133

NSAC-042 146

NSAC-043 115 NSAC-036 105

NSAC-013 111N SAC-018 125

NSAC-019 126

NSAC-033 103 NSAC-016 104

NSAC-040 124 NSAC-044 114NSAC-017 147 NSAC-022 119N SAC-031 108 NSAC-020 128

Color option

Luminous Intensity Distribution Curve

Beam Angle(50%Imax): 95.58 deg
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Photometry

• Illuminating from the outer surface



Description

The Vicky Ring light is a unique ring style light with an LED 
light source illuminating downward. It is available in sizes 
ranging from 23.6”(dia.) up to 196.9”(dia.). This design 
features aluminum body construction and an optional 
acoustic system that maximizes surface area to absorb 
sound waves and improve harmony in the installed space, 
providing a perfect integration of lighting and acoustic 
control.

(VRO) Vicky Ring Downward Light

• Fixtures in diameters from 23.6” through 196.9”
• Available in standard light and acoustic w/light
• Direct illuminating
• 35 acoustic felt colors available

Input Watts (Nominal): 40W, 70W, 80W, 100W, 120W, 200W, 400W

Input Voltage: 120-277V

Efficacy@4000K 70

Lumen Output 3400, 4250, 6800, 8500, 10200, 17000, 
34000

CRI 90

Working Temperature: -4-104˚F (-20-40˚C)

40W, 50W, 80W, 100W 
D: 23.6”(600mm), 35.4”(900mm), 
47.2”(1200mm), 59.1”(1500mm)
D1: 10.0”(250mm)
Driver Quantity Section Quantity:  40W(1,1), 
50W(1,1), 80W(2,1), 100W(2,1),

120W, 200W, 400W, 
D: 78.8”(2000mm), 118.1”(3000mm), 
196.9”(5000mm)
D1: 14.0”(350mm), 18.0”(450mm), 
20.0”(500mm)
Driver Quantity Section Quantity:  100W(3,3), 
120W(3,3), 200W(5,5), 400W(12,6),

Note:

1. The lumen output is for the fixture without acoustic.

The data for acoustic may vary based on different

acoustic fiber colors. Please contact Customer

Service if need the lumen output for acoustic version.

2. Lumen outputs for 100W/200W/400W are calculated.

Cable and wire cord length: 59” (1.5m)
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Photometry



Description

The Vicky Ring light is a unique ring style light with an LED 
light source illuminating downward. It is available in sizes 
ranging from 23.6”(dia.) up to 196.9”(dia.). This design 
features aluminum body construction and an optional 
acoustic system that maximizes surface area to absorb 
sound waves and improve harmony in the installed space, 
providing a perfect integration of lighting and acoustic 
control.

Vicky Ring Downward Acoustic Light

• Fixtures in diameters from 23.6” through 196.9”
• Available in standard light and acoustic w/light
• Direct illuminating
• 35 acoustic felt colors available

Input Watts (Nominal): 40W, 70W, 80W, 100W, 120W, 200W, 400W

Input Voltage: 120-277V

Efficacy@4000K 70

Lumen Output 3400, 4250, 6800, 8500, 10200, 17000, 
34000

CRI 90

Working Temperature: -4-104˚F (-20-40˚C)

40W, 50W, 80W, 100W 
D: 23.6”(600mm), 35.4”(900mm), 
47.2”(1200mm), 59.1”(1500mm)
D1: 10.0”(250mm)
Driver Quantity Section Quantity:  40W(1,1), 
50W(1,1), 80W(2,1), 100W(2,1),

120W, 200W, 400W, 
D: 78.8”(2000mm), 118.1”(3000mm), 
196.9”(5000mm)
D1: 14.0”(350mm), 18.0”(450mm), 
20.0”(500mm)
Driver Quantity Section Quantity:  100W(3,3), 
120W(3,3), 200W(5,5), 400W(12,6),

Note:

1. The lumen output is for the fixture without acoustic.

The data for acoustic may vary based on different

acoustic fiber colors. Please contact Customer

Service if need the lumen output for acoustic version.

2. Lumen outputs for 100W/200W/400W are calculated.

Cable and wire cord length: 59” (1.5m)



NSAC-001 141

NSAC-002 122

NSAC-003 120

NSAC-004 123NSAC-021 130

NSAC-034 102

NSAC-035 101

NSAC-024 117

NSAC-005 107 NSAC-006 106 NSAC-007 145 NSAC-025 138NSAC-008 129 NSAC-038 127 NSAC-039 143

NSAC-028 110

NSAC-009 140 NSAC-014 144 NSAC-011 135

NSAC-029 112NSAC-012 133

NSAC-042 146

NSAC-043 115 NSAC-036 105

NSAC-013 111N SAC-018 125

NSAC-019 126

NSAC-033 103 NSAC-016 104

NSAC-040 124 NSAC-044 114NSAC-017 147 NSAC-022 119N SAC-031 108 NSAC-020 128

Color option
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Description

The Vicky Ring light is a unique ring style light with an LED 
light source illuminating up and downward. It is available in 
sizes ranging from 23.6”(dia.) up to 196.9”(dia.) . Aluminum 
body constructions. A versatile architectural lighting 
solution,available as pendant mount.

(VRO) Vicky Ring Downward Light

• Fixtures in diameters from 23.6”through 196.9”
• Direct and indirect illuminating

Input Watts (Nominal): 65W, 80W, 120W, 135W, 150W, 300W, 

480W

Input Voltage: 120-277V

Efficacy@4000K 90

Lumen Output 5500, 6800, 10200, 11400, 12750, 25500, 
40800

CRI 90

Working Temperature: -4-104˚F (-20-40˚C)

65W, 80W, 120W, 135W 
D: 23.6”(600mm), 35.4”(900mm), 
47.2”(1200mm), 59.1”(1500mm)
D1: 10.0”(250mm)
Driver Quantity Section Quantity:  65W(2,1), 
80W(2,1), 120W(3,1), 135W(3,1),

150W, 300W, 480W, 
D: 78.8”(2000mm), 118.1”(3000mm), 
196.9”(5000mm)
D1: 14.0”(350mm), 18.0”(450mm), 
20.0”(500mm)
Driver Quantity Section Quantity:  150W(4,3), 
300W(7,5), 480W(14,6)

Note:

Lumen outputs for 120W/135W/150W/300W/480W are calculated.

Cable and wire cord length: 59” (1.5m)
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Photometry




